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(b) The licensee must maintain ac-
cess to and control over all facilities 
authorized under its license; 

(c) All sharing and private carrier ar-
rangements must be conducted pursu-
ant to a written agreement to be kept 
as part of the station records; and 

(d) The licensee must keep an up-to-
date list of system sharers and private 
carrier subscribers and the basis of 
their eligibility under this part. Such 
records must be kept current and must 
be made available upon request for in-
spection by the Commission. 

(e) Applicants licensed in the MAS 
frequencies after June 2, 2000, shall not 
provide service to others on a for-profit 
private carrier basis in the 928–928.85/
952–952.85/956.25–956.45 MHz bands and 
the 932.25–932.5/941.25–941.5 MHz bands. 

[61 FR 26677, May 28, 1996, as amended at 65 
FR 17449, Apr. 3, 2000; 65 FR 38330, June 20, 
2000; 66 FR 35110, July 3, 2001; 68 FR 4958, Jan. 
31, 2003]

§ 101.137 Interconnection of private 
operational fixed point-to-point 
microwave stations. 

Private operational fixed point-to-
point microwave stations may be inter-
connected with facilities of common 
carriers subject to applicable tariffs.

§ 101.139 Authorization of transmit-
ters. 

(a) Unless specified otherwise, trans-
mitters used in the private operational 
fixed and common carrier fixed point-
to-point microwave and point-to-
multipoint services under this part 
must be a type that has been verified 
for compliance. 

(b) Any manufacturer of a trans-
mitter to be produced for use under the 
rules of this part may request certifi-
cation or obtain verification by fol-
lowing the applicable procedures set 
forth in part 2 of this chapter. 

(c) Certification for an individual 
transmitter may also be requested by 
an applicant for a station authoriza-
tion, pursuant to the procedures set 
forth in part 2 of this chapter. 

(d) A transmitter presently shown on 
an instrument of authorization, which 
operates on an assigned frequency in 
the 890–940 MHz band and has not been 
certificated, may continue to be used 
by the licensee without certification 

provided such transmitter continues 
otherwise to comply with the applica-
ble rules and regulations of the Com-
mission. 

(e) Certification or verification is not 
required for portable transmitters op-
erating with peak output power not 
greater than 250 mW. If operation of 
such equipment causes harmful inter-
ference the FCC may, at its discretion, 
require the licensee to take such cor-
rective action as is necessary to elimi-
nate the interference. 

(f) After July 15, 1996, the manufac-
turer (except for export) or importa-
tion of equipment employing digital 
modulation techniques in the 3700–4200, 
5925–6425, 6525–6875, 10,550–10,680 and 
10,700–11,700 MHz bands must meet the 
minimum payload capacity require-
ments of § 101.141. 

(g) After April 1, 2005, the manufac-
ture (except for export) or importation 
of equipment for operation in the 
21,200–23,600 MHz band must meet: 

(1) The 0.001% frequency tolerance re-
quirement for digital systems in 
§ 101.107(a) or the 0.03–0.003% frequency 
tolerance for analog sytems; and 

(2) For equipment employing digital 
modulation techniques, the minimum 
bit rate requirements of § 101.141(a). 

[63 FR 36611, July 7, 1998, as amended at 65 
FR 59358, Oct. 5, 2000; 67 FR 43038, June 26, 
2002; 68 FR 4958, Jan. 31, 2003]

§ 101.141 Microwave modulation. 
(a) Microwave transmitters employ-

ing digital modulation techniques and 
operating below 25.25 GHz (except for 
MVDDS stations in the 12,200–12,700 
MHz band) must, with appropriate mul-
tiplex equipment, comply with the fol-
lowing additional requirements: 

(1) The bit rate, in bits per second, 
must be equal to or greater than the 
bandwidth specified by the emission 
designator in Hertz (e.g., to be accept-
able, equipment transmitting at a 20 
Mb/s rate must not require a bandwidth 
of greater than 20 MHz), except the 
bandwidth used to calculate the min-
imum rate may not include any au-
thorized guard band. 

(i) Stations authorized prior to De-
cember 1, 1988 may install equipment 
after that date with no minimum bit 
rate. Equipment applied for or author-
ized prior to April 1, 2005 in the 21.2–23.6 
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